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ADDENDUM NO. 1

DATE: February 2, 2023

DEPARTMENT OF GENERAL SERVICES
BUREAU OF CAPITAL PROJECT DESIGN MANAGEMENT

1800  HERR STREETS
HARRISBURG, PENNSYLVANIA

ADDENDUM NO.  1

on

PROJECT NO. DGS C-0404-0034 PHASE 001
PROJECT TITLE - McKeever Environmental Center Demolition Project
PROFESSIONAL:
KCI Assoc. of Ohio
441 Wolf Ledges Pkwy
Akron, HI, 44311

If you submitted a bid prior to this Addendum being issued, your bid has been discarded and you 
must re-submit your bid(s) prior to the bid opening date and time.  

GENERAL CHANGES – ALL CONTRACTS
        Item 1 - Proposal Due Date is February 28, 2023.
   Item 2 - BDISBO Presentation attached. 
   Item 3 - Salvageable bunk beds that are located in dormatories will be removed by DCNR prior to February 28, 
2023.
   Item 4 - Correct contact information for Jake Scheib (DCNR) is:
         jscheib@pa.gov cell: (814) 221-0435
   Item 5 - See attached page for answers to questions submitted in eBuilder through February 1, 2023.

SPECIFICATION CHANGES – ALL CONTRACTS
         Item 1 -  See attachment for section 010400 1.22 for DGS Manager Office.
          
DRAWING CHANGES – ALL CONTRACTS
         Item 1 -   See attachment for full set of 30% drawings.
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SECTION 014000

QUALITY CONTROL TESTING SERVICES

[The text portion of Section 014000 is to be included verbatim in the Project Manual.  The List 
of Tests and Inspections in Paragraph 3.3 must be edited to suit the Project.  All Tests and 
Inspections to be required by the Contractor’s Quality Control Agency shall be listed in the 
Table in Paragraph 3.3.  Where the List of Tests and Inspections in Paragraph 3.3 does not 
contain adequate description(s) of your requirements, use the technical specifications for 

detailed instructions.   Quality Control tests in this section are limited to those of a structural 
nature.   Other tests are to be included in the appropriate technical specifications.

Refer to the Division 1 Instructions for editing guidelines.]

PART 1 – GENERAL

1.1 STIPULATIONS

A. The specifications sections, "General Conditions of the Construction Contract", "Special 
Conditions", and "Division 1 - General Requirements" form a part of this Section by this 
reference thereto, and shall have the same force and effect as if printed herewith in full.

1.2 GENERAL

A. The Contractor is responsible for verifying and enforcing compliance with all requirements of 
the Contract Documents.  Contractor's responsibility includes, but is not limited to, the following:

1. Supervision of field work to enforce contract compliance of all construction activity.
2. Verification of compliance with plans and specifications of all manufactured materials or 

equipment.  Provide certificates of compliance, or other approved proof of compliance, by 
the manufacturers and submit to the Professional.

3. Performance of all necessary field measurements and/or inspections to verify compliance 
with requirements of the plans or specifications requiring adherence to measurable 
standards of field performance.

4. Engaging an independent testing laboratory to perform tests and inspections as required 
by this specification section, hereafter referred to as Quality Control Testing and 
Inspection Services or Quality Control Testing Services.  

5. Providing support services for all Quality Control Services, including cutting and patching 
and repair or replacement as required.

B. Work not included: Quality Assurance Services by the Department are specified in Section 
014010.  The Department reserves the right to perform tests under the Quality Assurance 
Testing program and to use those as the basis for approval or rejection at its sole discretion.

1.3 DESCRIPTION OF QUALITY CONTROL TESTING 

A. Quality Control Services include inspections, tests and reports by an independent testing 
laboratory or other approved agency, hereafter referred to as the Quality Control Agency.  All 
Quality Control Services shall be at the Contractor's cost, which shall be included proportionally 
in all items of payment or contained in any Base Bid or Unit Price on the Proposal.  Tests and 
Inspections are to include those specifically required by this section and within technical 
sections of the Project Manual.

B. The Quality Control Agent shall submit a Testing and Inspection Plan to the Professional for its 
approval, and the approval of the Quality Assurance agent for all tests and inspections required 
by this section and within technical sections of the Project Manual.

C. Quality Control Services by a Quality Control Agency or Agencies is intended to assist in the 
determination of probable compliance of the work with requirements specified or indicated and 
do not relieve the Contractor of the responsibility for compliance with Contract Document 
requirements.
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D. Specific testing or inspections of a structural nature required to be performed by independent 
Quality Control Agencies for individual construction activities are specified in this Section only.  
If testing or inspection requirements appear in this section and a technical section, the most 
stringent requirements shall prevail.  If Quality Control Testing or Inspection is specified in a 
technical section and not in this section, it shall be required as if specified in this section.  Non-
structural tests and inspections are in the technical specifications.

E. Inspections, tests and related actions specified are not intended to limit the Contractor's quality 
control procedures that facilitate compliance with Contract Documents requirements.

F. Quality Control Services required by the local municipality or other governing authorities are the 
responsibility of the Contractor, regardless of whether or not specified hereinafter or in the 
applicable specification section.

G. Each prime Contractor will pay for all costs in connection with its Quality Control Services.  
Whenever the word "Contractor" is used it shall be interpreted to mean Prime Contractor or 
Contractors as applicable.  All Contractors performing work for which testing or inspection is 
required by this section are required to perform said tests/inspections appropriate for the 
quantity of work performed as indicated by this specification section and as required by all 
Contract Documents.

PART 2 – PRODUCTS (Not Used)

PART 3 – EXECUTION

3.1 RESPONSIBILITIES AND DUTIES OF CONTRACTOR

A. The Contractor shall engage Quality Control Agencies to provide all Quality Control Services 
required to comply with the Contract Documents.  These services shall be at no cost to the 
Department.

B. The Contractor is responsible for retesting where results of required inspections, tests or similar 
services prove unsatisfactory and indicate non-compliance with Contract Document 
requirements.  Likewise, the Contractor is responsible for retesting when the Department's 
Quality Assurance Test results prove unsatisfactory.  If Quality Assurance Tests were in error, 
the Contractor shall be reimbursed for his retesting costs.

C. Cost of retesting construction revised or replaced by the Contractor is the Contractor's 
responsibility.

D. Provide the Quality Control Agency with preliminary representative samples of materials to be 
tested in quantities requested.  If the source, quality or characteristics of an approved material 
changes or indicates lack of compliance with Contract requirements, submit additional samples 
of materials to the Quality Control Agency.

E. When requested by the Professional, the Department, or the Quality Control Agency, the 
Contractor shall immediately provide reports, cutting lists, material bills, shipping bills, time and 
place of shipment of materials to shop and field and any relevant data on previous testing and 
investigations of materials.

F. Provide casual labor and facilities:

1. To provide access to the work inspected or tested by any authorized party.
2. To obtain and handle samples at the site.
3. To facilitate inspections and tests by the Quality Control Agency or Quality Assurance 

Agency.
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4. For security and protection of samples and test equipment at the project site.

G. To facilitate the timely sequence of inspection and testing, the Contractor shall give advanced 
notification to the Quality Control Agency and the Department that work has progressed to a 
point where inspection and testing may proceed.

H. Contractor shall pay for additional cost of Quality Control Agency services which, in the opinion 
of the Professional and the Department, are required because of the following:

1. Failure of materials or workmanship to meet Contract requirements.
2. Materials or practices not complying with the technical specifications which could possibly 

result in defective and unacceptable work.
3. Changes in source, quality or characteristics of materials.
4. Site cured concrete cylinders requested by the Contractor.

I. The Quality Control Agency shall submit a certified written report of each inspection, test or 
similar service to the Design Professional, the Quality Assurance Agent, the Bureau of 
Construction Regional Director, Project Manager and Assistant Project Manager,  and the 
Contractor, with additional copies directly to any governing authority when that authority so 
directs.  All reports shall be uploader to e-Builder within 24 hours of when the inspection occurs, 
test is conducted, test results obtained or similar service was conducted.

J. Report Data:  Written reports of each inspection, test or similar service shall include, but not be 
limited to:

1. Date of issue.
2. Project title and number.
3. Name, address and telephone number of testing agency.
4. Dates and location of samples and tests or inspections.
5. Names of individuals making the inspection or test.
6. Designation of the Work and test method.
7. Identification of product and specification section.
8. Complete inspection or test data.
9. Test results and an interpretation of test results.
10. Ambient conditions at the time of sample taking and testing.
11. Comments or professional opinion as to whether inspected or tested work complies with 

Contract Document requirements.
12. Name and signature of Quality Control Agency inspector.

K. The QC Agent shall cooperate in using standard forms/procedures developed by the 
Department that assist in accomplishing the tasks required.

L. Engage independent testing laboratories, whose employees assigned to the Project and tests 
performed comply with ASTM E 329, Standard Specification for Agencies Engaged in the 
Testing and/or Inspection of Materials Used in Construction.  The testing laboratory must be 
accredited and audited by a qualified national authority.  The Contractor is to submit the name 
and credentials of the proposed QC Agent to the Design Professional and the Department for 
acceptance.

M. Upon completion of inspection, testing, sample taking and similar activities, repair the damaged 
work and restore substrates and finishes to eliminate deficiencies, including deficiencies in the 
visual qualities of exposed finishes.  Comply with the Contract Document requirements for 
"Cutting and Patching".  Protect work exposed by or for Quality Control Testing activities, and 
protect repaired work.

N. All required testing/inspection, including that stated in the body of the technical specification 
sections (be it referenced in the technical specifications as “Quality Control”, “Quality 
Assurance”, or any other referenced testing and/or inspection) shall be performed  by the 
Contractor, unless it explicitly states it shall be performed by the Department.  If stated to be 
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performed by the Department, the Contractor shall still be required to perform all necessary 
testing/inspection in advance of the Department to assure the work meets all the requirement of 
the contract documents.

O. Contractor shall coordinate closely with the Department, the Professional and the 
Professional’s QA Agencies and Consultants so that any required or desired QA testing can be 
performed concurrently or immediately after the Contractor’s QC testing.

3.2 RESPONSIBILITIES AND DUTIES OF QUALITY CONTROL AGENCIES

A. Quality Control Agencies engaged to perform inspections, sampling and testing of materials 
and construction shall cooperate with the Professional, the Quality Assurance Agent, the 
Department, the Department of Labor and Industry, and the Contractor in performance of its 
duties, and shall provide qualified personnel to perform required inspections and tests.  If it is 
determined by the Department that the personnel provided are not qualified or are not working 
in the best interests of the Project for the tests performed, the Contractor, through their Quality 
Control Agent, shall immediately replace or supplement the subject personnel.

B. Quality Control Agencies shall notify the Department, the Quality Assurance Agent, the 
Professional, and the Contractor immediately of irregularities or deficiencies observed in the 
Work during performance of its services.

3.3 QUALITY CONTROL SERVICES TO BE PERFORMED

A. Testing and inspections by the Quality Control Agency or Agencies shall include, but are not 
limited to, the following list.  
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LIST OF TESTS AND INSPECTIONS

DESCRIPTION OF TEST OR INSPECTION REFERENCED 
STANDARD

QUANTITY OR 
FREQUENCY

BITUMINOUS PAVEMENT

Bulk Specific Gravity…of Compacted Bituminous 
Mixtures…

ASTM D1188 or 
D 2726

1 test

Density of Bituminous Concrete in Place by Nuclear 
Method

ASTM D2950 6 tests/1000sy paving

Thickness or Height of Compacted Bituminous Paving 
Mixture Specimens

ASTM D3549 3 tests/1000sy paving

EARTHWORK1

Laboratory Compaction Characteristics of Soil Using 
Modified Effort

ASTM D1557 One for each type and 
variation of cohesive soil to 
be compacted

Laboratory Compaction Characteristics of Soil Using 
Standard Effort ASTM D698

One for each type and 
variation of cohesive soil to 
be compacted

Density of Soil and Soil-Aggregate In Place by Nuclear 
Methods

ASTM D6938 As often as required to 
ensure contract compliance

Inspect and comment on suitability of subgrades.  Test 
footing excavations and paving subgrades regardless 
if it is native material or fill and record resultant 
foundation bearing capacity or compaction results as 
applicable.

N/A As often as required to 
ensure the minimum required 
bearing capacity is present. 
Bearing Capacity tests must 
be witnessed and/or 
reviewed by the Department, 
Professional, Professional’s 
Geotechnical Engineer or QA 
Agent.

Verify use of proper materials, densities and lift
thicknesses during placement and compaction of 
compacted fill.

ASTM D6938 Continuous

CONCRETE

Practice for Sampling Freshly Mixed Concrete.  
(5 cylinders/test)  Perform air tests when sampling 
concrete.  Perform slump tests and record temperature 
for all concrete deliveries.

Compressive Strength of Cylindrical Concrete 
Specimens

ASTM C143, 
C1064, C231 or 
C173 or C138, 
C172, C31

C39

For each mix, 1 test for each 
day of concreting or for each 
50cy, whichever is greater.  
For non-structural concrete, 1 
test for each 100cy is 
adequate.

Inspection of bolts to be installed in concrete prior to 
and during placement of concrete, where allowable 
loads have been increased or where strength design is 
used

AWS D1.4; ACI 
318: 3.5.2

Inspection of concrete placement for proper application 
techniques

ACI 318: 5.9, 
5.10

Continuous
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DESCRIPTION OF TEST OR INSPECTION REFERENCED 
STANDARD

QUANTITY OR 
FREQUENCY

CONCRETE CONTINUED

Verification of slump flow and VSI as delivered to the 
site for self-consolidating grout 

ACI 530 Continuous

CAST STONE

Absorption of Architectural Cast Stone ASTM C1195 1 Test

MASONRY

Constructing and Testing Masonry Prisms Used to 
Determine Compliance with Specified Compressive 
Strength of Masonry (3 prisms/test)

ASTM C1314 1 Test

Preconstruction and Construction Evaluation of 
Mortars for Plain and Reinforced Unit Masonry, Annex 
A7 Compressive Strength
(3 cylinders/test)  (Contractor makes cylinders.)

ASTM C 780 1 Test/5000 units of masonry 
for each mortar type.

Sampling and Testing Grout (3 cubes/test)   
(Contractor makes cubes)

ASTM C1019 1 Test/25 CY grout.

Observation of any grout specimens and/or prisms ACI 30.1/ASCE 
6/TMS 602 
Art 1.4

Continuous

STRUCTURAL STEEL

High Strength Bolting AISC ASD or 
LRFD M2.5

Comply with current 
requirements of RCSC

Liquid Penetrant Examination ASTM E165

Guide for Magnetic Particle Examination ASTM E709

Practice for Ultrasonic Contact Examination of 
Weldments ASTM E164

Guide for Radiographic Examination ASTM E94

Test 15% of critical field 
welds using ____________
method [to be specified by 
structural engineer herein]

Footnotes:

1. Refer to Earthwork Section for additional details.

END OF SECTION
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SECTION 014010

QUALITY ASSURANCE TESTING AND INSPECTION SERVICES

[The text portion of Section 014010 is to be included verbatim in the Project Manual.  The List of 
Tests and Inspections in Paragraph 3.4 must be edited to suit the Project.  Tests and inspections 

are to be performed by the Quality Assurance Agent(s) engaged under Work Orders(s) to the 
Professional’s Agreement, as directed by the Professional and the Department and as deemed 
necessary due to field conditions and Contractor performance.  General reference to Quality 

Assurance tests to be taken should appear in the specific Sections without elaboration.  The tests 
and inspections required are to be listed in paragraph 3.4 of this Section.

Refer to the Division 1 Instructions for editing guidelines.]

PART 1 – GENERAL

1.1 STIPULATIONS

A. The specifications sections "General Conditions of the Construction Contract", "Special 
Conditions", and "Division 1 - General Requirements" form a part of this Section by this 
reference thereto, and shall have the same force and effect as if printed herewith in full.

1.2 GENERAL

A. All testing and inspecting specifically called for and/or described in this section of the 
specifications are referred to as Quality Assurance Services and are the responsibility of the 
Quality Assurance Agency.  Except as hereinafter specified, Quality Assurance Services will be 
performed without expense to the Contractor.  The Quality Assurance Agency is an 
independent testing and inspecting agency engaged by the Department through the 
Professional.  Testing required because of changes in materials or proportions at the request of 
the Contractor shall be at the Contractor's expense.  The Professional may engage more than 
one Quality Assurance Agency to perform services.  Whenever the word "Contractor" is used it 
shall be interpreted to mean Prime Contractor or Contractors as applicable.

B. Work Not Included: Quality Control Testing to be performed by the Contractor is specified in 
Section 014000.

PART 2 – PRODUCTS (Not Used)

PART 3 – EXECUTION

3.1 RESPONSIBILITIES AND DUTIES OF THE CONTRACTOR

A. The use of Quality Assurance Services shall in no way relieve the Contractor of its 
responsibility to furnish materials and construction in full compliance with the plans and 
specifications or to perform Quality Control Testing where specified.

B. To facilitate Quality Assurance Inspection or Testing, the Contractor shall:

1. Secure and deliver to the project site, without cost, representative samples of materials it 
proposes to use and which are required to be tested under Paragraph 3.4, ‘Tests and 
Inspections’.

2. Furnish such casual labor as is necessary to obtain and handle samples at the project or 
at other sources of material.

3. Provide means of safe access to work areas, provide conditions that allow testing and 
inspection to take place, provide materials for testing as requested, patch test sites when 
completed and furnish incidental labor and assistance necessary for inspectors of the 
Quality Assurance Agency to perform their tests and inspections.
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3.2 AUTHORITY AND LIMITATIONS OF QUALITY ASSURANCE AGENCY

A. Personnel representing the Quality Assurance Agency will not act as foremen nor perform other 
duties for the Contractor.

B. Work will be checked as it progresses, but failure to detect any defective work or materials shall 
not in any way prevent later rejection when such defect is discovered, nor shall it obligate the 
Department or the Professional for final acceptance.

C. The Quality Assurance Agency is not authorized to revoke, alter, relax, enlarge, or release any 
requirements of the specifications, nor to approve or accept any portion of the work.

D. The Quality Assurance Agency shall report all test and inspection results to the Professional, 
the Department and the Contractor immediately after they are performed.  Selection and 
frequency of tests shall be at the discretion of the Professional and the Department. All reports 
shall be uploader to e-Builder within 24 hours of when the inspection occurs, test is conducted, 
test results obtained or similar service was conducted.

E. Written reports of each inspection, test or similar service shall include but not be limited to:

1. Date of issue.
2. Project title and number.
3. Name, address and telephone number of testing agency.
4. Dates and location of samples and tests or inspections.
5. Names of individuals making the inspection or test.
6. Designation of the Work and test method.
7. Identification of product and specification section.
8. Complete inspection or test data.
9. Test results and an interpretation of test results.
10. Ambient conditions at the time of sample taking and testing.  
11. Comments or professional opinion as to whether inspected or tested work complies with 

Contract Document requirements.
12. Name and signature of Quality Control Agency inspector.

F. When it appears that any material furnished or work performed by the Contractor fails to fulfill 
contract requirements, the Quality Assurance Agency shall report such deficiency to the 
Professional, the Department and the Contractor.

3.3 CONTRACTOR'S FAILURE TO MEET CONTRACT REQUIREMENTS

A. The Department and the Professional reserve the right to reject any items which do not meet 
the requirements of the plans and specifications and will require the contractor to replace these 
items and bear all expenses in connection with such replacements.

B. The Contractor shall pay all costs incurred in providing additional testing and/or analysis 
(including engineering fees) required because of deficient test results or construction not in 
compliance with requirements of the Contract Documents.

3.4 TESTS AND INSPECTIONS

A. Tests and inspections listed below may, at the discretion of the Professional and the 
Department, be performed by an independent Quality Assurance Agency engaged by the 
Department through the Professional, without expense to the Contractor.  The Department 
reserves the right to change this list at any time.

[The Professional must furnish here a list of tests which is coordinated with the Consultant's 
contract for Quality Assurance Services.  Earthwork Quality Assurance Services may be 
provided by the Professional’s Geotechnical Engineer or the Quality Assurance Agent as 
determined by the Department on a project by project basis.
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The number of tests is not to be shown here.  Special Inspection items required by IBC 
Chapter 17 are listed as one item only per trade with reference to the IBC paragraph where it is 
required. 

QA is required by DGS to verify tests by the Contractor’s QC Agent and to provide the Special 
Inspections required by Chapter 17 of the IBC.  The Professional should use his full 
understanding of the Project in determining what testing and inspections should be required.]

SECTION 1

REQ’D
BY1

DESCRIPTION OF TEST
OR INSPECTION

REFERENCED
STANDARD

IBC
REFER-
ENCE2

BITUMINOUS PAVING

DGS Field inspection of construction procedures

DGS Bulk Specific Gravity…of Compacted Bituminous Mixtures… ASTM D1188 or
D 2726

DGS Density of Bituminous Concrete in Place by Nuclear Method ASTM D 2950

DGS Thickness or Height of Compacted  Bituminous Paving Mixture 
Specimens ASTM D 3549

CONCRETE

IBC 1. Inspection of reinforcing steel, including prestressing 
tendons, and placement

ACI 318: 3.5, 7.1-
7.7

1913.4

IBC 2. Inspection of reinforcing steel welding, in accordance with 
Table 1704.3, Item 5b

AWS D1.4; ACI 
318: 3.5.2

IBC
3. Inspection of bolts to be installed in concrete prior to and 

during placement of concrete, where allowable loads have 
been increased or where strength design is used

ACI 318:
8.1.3, 21.2.8

1911.5
1912.1

IBC 4. Inspection of anchors installed in hardened concrete ACI 318: 3.8.6, 
8.1.3, 21.2.8

1912.1

IBC 5. Verifying use of required design mix ACI 318: Ch. 4, 
5.2-5.4

1904.22, 
1913.2, 1913.3

IBC
6. At the time fresh concrete is sampled to fabricate specimens 

for strength tests, perform slump and air content tests, 
determine the temperature of the concrete

ASTM C172, C31; 
ACI 318: 5.6, 5.8

IBC 7. Inspection of concrete and shotcrete placement for proper 
application techniques

ACI 318: 5.9, 5.10 1913.6, 
1913.7, 1913.8

IBC 8. Inspection for maintenance of specified curing temperature 
and techniques

ACI 318; 5.11-5.13 1913.9

IBC

9. Inspection of prestressed concrete:
a. Application of prestressing forces
b. Grouting of bonded prestressing tendons in the seismic-

force-resisting system

ACI 318: 18.20
ACI 318: 8.18.4
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REQ’D
BY1

DESCRIPTION OF TEST
OR INSPECTION

REFERENCED
STANDARD

IBC
REFER-
ENCE2

IBC 10. Erection of precast concrete members ACI 318: Ch.16

IBC
11. Verification of in-situ concrete strength, prior to stressing of 

tendons in post-tensioned concrete and prior to removal of 
shores and forms from beams and structural slabs.

ACI 318: 6.2

IBC 12. Inspect formwork for shape, location and dimensions of the 
concrete member being formed.

ACI 318: 6.1.1

DGS Review Contractors’ design mixes, Certificates of Compliance 
and material test reports

DGS Compressive Strength of Cylindrical Concrete Specimens2 ASTM C39

CAST STONE

DGS Absorption of Architectural Cast Stone ASTM C1195

MASONRY

DGS
Preconstruction and Construction Evaluation of Mortars for 
Plain and Reinforced Unit Masonry, Annex A7 Compressive 
Strength6

ASTM C780

DGS Method of Sampling and Testing Grout6 ASTM C1019

Level 1 Special Inspection

IBC
1. Compliance with required inspection provisions of the 

construction documents and the approved submittals shall 
be verified.

Art. 1.55

IBC 2. Verification of f´m and f´AAC prior to construction except 
where specifically exempted by this code.

Art. 1.4B5

IBC 3. Verification of slump flow and VSI as delivered to the site for 
self-consolidating grout.

Art. 1.5B.1.b.35

IBC

4. As masonry construction begins, the following shall be 
verified to ensure compliance:

a. Proportions of site-prepared mortar
b. Construction of mortar joint
c. Location of reinforcement connectors, prestressing 

tendons and anchorages
d. Prestressing technique
e. Grade and size of prestressing tendons and anchorages

Art 2.6A5

Art 3.3B5

Art 3.4, 3.6A5

Art 3.6B5

Art 2.4B, 2.4H5
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REQ’D
BY1

DESCRIPTION OF TEST
OR INSPECTION

REFERENCED
STANDARD

IBC
REFER-
ENCE2

IBC

5. The inspection program shall verify:
a. Size and location of structural elements
b. Type, size and location of anchors, including other details 

of anchorage of masonry to structural members, frames or 
other construction.

c. Specified size, grade and type of reinforcement, anchor 
bolts, prestressing tendons and anchorages.

d. Welding of reinforcing bars

e. Preparation, construction and protection of masonry 
during cold weather (temperature below 40°F) or hot 
weather (temperature above 90°F)

f. Application and measurement of prestressing force

Art 3.3F5

Sec 1.2.2(e)4, 
1.16.14

Sec 1.154, 
Art 2.4, 3.45

Sec 2.1.9.7.2, 
3.3.3.4(b) 4

Art 1.8C, 1.8D5

Art 3.6B5

Sec 2104.3, 
2104.4

IBC

6. Prior to grouting, the following shall be verified to ensure 
compliance:

a. Grout space is clean
b. Placement of reinforcement and connectors and 

prestressing tendons and anchorages
c. Proportions of site-prepared grout and prestressing grout 

for bonded tendons
d. Construction of mortar joints

Art 3.2D5

Sec 1.134, 
Art 3.45

Art 2.6B5

Art 3.3B5

IBC
7. Grout placement shall be verified to ensure compliance with 

code and construction document provisions
a. Grouting of prestressing  bonded tendons

Art 3.55

Art 3.6C5

IBC 8. Preparation of any required grout specimens, mortar 
specimens and/or prisms shall be observed

Art 1.45 Sec 2105.2.2, 
2105.3

Level 2 Special Inspection

IBC
1. Compliance with required inspection provisions of the 

construction documents and the approved submittals shall 
be verified

Art 1.55

IBC 2. Verification of f´m and f´AAC prior to construction and for 
every 5000 square feet during construction

Art. 1.4B5

IBC 3. Verification of proportions of materials in premixed or 
preblended mortar and grout as delivered to the site

Art. 1.5B5

IBC 4. Verification of slump flow and VSI as delivered to the site for 
self-consolidating grout

Art. 1.5B.1.b.35
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REQ’D
BY1

DESCRIPTION OF TEST
OR INSPECTION

REFERENCED
STANDARD

IBC
REFER-
ENCE2

IBC

5. The following shall be verified to ensure compliance:
a. Proportions of site-prepared mortar, grout and 

prestressing grout for bonded tendons
b. Placement of masonry units and construction of mortar 

joints
c. Placement of reinforcement, connectors and prestressing 

tendons and anchorages
d. Grout space prior to grouting
e. Placement of grout
f. Placement of Prestressing grout
g. Size and location of structural elements.
h. Type, size and location of anchors, including other details 

of anchorage of masonry to structural members, frames or 
other construction.

i. Specified size, grade and type of reinforcement, anchor 
bolts, prestressing tendons and anchorages.

j. Welding of reinforcing bars.

k. Preparation, construction and protection of masonry 
during cold weather (temperature below 40°F) or hot 
weather (temperature above 90°F).

l. Application and measurement of prestressing force.

Art 2.6A5

Art 3.3B5

Sec 1.154, 
Art 3.4, 3.6A5

Art 3.2D5

Art 3.55

Art 3.6C5

Art 3.3F5

Sec.1.2.2(e),
1.16.14

Sec. 1.154

Art. 2.4, 3.45

Sec. 2.1.9.7.2,
3.3.3.4 (b)4

Art. 1.8C, 1.85

Art. 3.6B5

2104.3, 2104.4

IBC 6. Preparation of any required grout specimens and/or prisms 
shall be observed

Art 1.45 2105.2.2 
2105.3

STEEL CONSTRUCTION

IBC

1. Material verification of high-strength bolts, nuts, and 
washers:

a. Identification markings to conform to ASTM standards 
spec in the approved CDs.

b. Manufacturer’s Certificate of Compliance required

AISC 360,
Section A3.3 and 
applicable ASTM 
material standards

IBC

2. Inspection of high-strength bolting:
a. Snug-tight joints
b. Pretensioned and slip-critical joints using turn-of-nut with 

matchmarking, twist-off bolt or direct tension indicator 
methods of installation.

c. Pretensioned and slip-critical joints using turn-of-nut 
without matchmarking or calibrated wrench methods of 
installation (N/A; DGS requires twist-off bolt or direct 
tension indicator)

AISC 360, 
Section M2.5

1704.3.3

IBC

3. Material verification of structural steel and cold-formed steel 
deck:

a. For structural steel, identification markings to conform to 
AISC 360 

b. For other steel, identification markings to conform to 
ASTM standards specified in the approved CDs 

c. Manufacturer certified test reports

AISC 360,
Section M5.5
Applicable ASTM
material standards
 

IBC

4. Material verification of weld filler materials:
a. Identification markings to conform to AWS specification in 

the approved CDs
b. Manufacturer’s Certificate of Compliance required

AISC 360, 
Sect A3.5 and 
applicable AWS A5 
documents
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REQ’D
BY1

DESCRIPTION OF TEST
OR INSPECTION

REFERENCED
STANDARD

IBC
REFER-
ENCE2

IBC

5. Inspection of welding:
a. Structural steel

1) Complete and partial penetration groove welds
2) Multi-Pass fillet welds
3) Single-pass fillet welds > 5/16”
4) Plug and slot welds  
5) Single-pass fillet welds < 5/16”
6) Floor and deck welds

b. Reinforcing steel:
1) Verification of weldability of reinforcing steel other than 

ASTM A 706
2) Reinforcing steel-resisting flexural and axial forces in 

intermediate and special moment frames, and 
boundary elements of special reinforced concrete 
shear walls, and shear reinforcement

3) Shear reinforcement
4) Other reinforcing steel

AWS D1.1

AWS D1.3

AWS D1.4
ACI 318: 
Section 3.5.2

1704.3.1

1704.3.1

IBC

6. Inspection of steel frame joint details for compliance with 
approved CDs:

a. Details such as bracing and stiffening
b. Member locations
c. Application of joint details at each connection

1704.3.2

DGS Liquid Penetrant Examination ASTM E165

DGS Guide for Magnetic Particle Examination ASTM E709

DGS Practice for Ultrasonic Contact Examination of Weldments ASTM E164

DGS Guide for Radiographic Examination ASTM E94

COLD-FORMED STEEL TRUSSES

IBC Cold-formed steel trusses spanning 
60 feet or greater 1704.3.4

WOOD

IBC Professional to determine requirements. 1704.2,
1704.6

SPRAYED FIRE-RESISTANT MATERIALS

IBC Professional to determine requirements. 1704.12

MASTIC AND INTUMESCENT FIRE-RESISTANT COATINGS

IBC Professional to determine requirements. AWCI 12-B. 1704.13

EXTERIOR INSULATION AND FINISH SYSTEMS

IBC Professional to determine requirements. 1704.14
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DGS X-XXXX-XXXX PHASE X 014010-8  TESTING AND INSPECTION SERVICES

REQ’D
BY1

DESCRIPTION OF TEST
OR INSPECTION

REFERENCED
STANDARD

IBC
REFER-
ENCE2

SEISMIC RESISTANCE

IBC Professional to determine requirements. 1705, 1707, 
1708

WIND REQUIREMENTS

IBC Professional to determine requirements. 1706

GENERAL OVERVIEW OF QC TESTING 

DGS Review of Contractor QC Testing and Reports

SECTION 2

REQD
BY1

DESCRIPTION OF TEST
OR INSPECTION

REFERENCED
STANDARD

IBC
REFER-
ENCE2

SOILS

IBC 1. Verify materials below shallow foundations are adequate to 
achieve the design bearing capacity 1704.7

IBC 2. Verify excavations are extended to proper depth and have 
reached proper material 1704.7

3a. Perform testing of compacted fill materials ASTM D6938 1704.7

3b. Perform classification of proposed compacted fill 1704.7

IBC
3c. Perform Modified Proctor testing of proposed compacted fill

3d. Perform Standard Proctor testing of proposed compacted fill

ASTM D1557

ASTM D698

1704.7

1704.7

IBC 4. Verify use of proper materials, densities and lift thicknesses 
during placement and compaction of compacted fill 1704.7

IBC 5. Prior to placement of compacted fill, observe subgrade and 
verify that site has been prepared properly 1704.7

DRIVEN DEEP FOUNDATIONS

IBC 1. Verify element materials, sizes and lengths comply with the 
requirements. 1704.8

IBC 2. Determine capacities of test elements and conduct 
additional load tests, as required. 1704.8
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Footnotes:

1. “DGS” are tests required by DGS and “IBC” are test required by Chapter 17 of the 2009 International 
Building Code.

2. IBC 2009.

IBC 3. Observe driving operations and maintain complete and 
accurate records for each element. 1704.8

IBC

4. Verify placement locations and plumbness, confirm type and 
size of hammer, record number of blows per foot of 
penetration, determine required penetrations to achieve 
design capacity, record tip and butt elevations and 
document any damage to foundation element.

1704.8

IBC 5. For steel elements, perform additional inspections in 
accordance with Section 1704.3. 1704.8

IBC 6. For concrete elements and concrete-filled elements, perform 
additional inspections in accordance with Section 1704.4. 1704.8

IBC
7. For specialty elements, perform additional inspections as 

determined by the registered design professional in 
responsible charge.

1704.8

CAST-IN-PLACE DEEP FOUNDATION ELEMENTS

IBC 1. Observe drilling operations and maintain complete and 
accurate records for each element. 1704.9

IBC

2. Verify placement locations and plumbness, confirm element 
diameters, bell diameters (if applicable), lengths, 
embedment into bedrock (if applicable) and adequate end-
bearing strata capacity.8 Record concrete or grout volumes.

1704.9

IBC 3. For concrete elements, perform additional inspections in 
accordance with Section 1704.4.

1704.9

HELICAL PILE FOUNDATIONS

IBC Professional to determine requirements. 1704.10

VERTICAL MASONRY FOUNDATION ELEMENTS

IBC Professional to determine requirements. 1704.11

ENGINEERING SERVICES

DGS Review of Contractor QC Test Reports.

DGS Review of Contractor QC Soil Bearing Test Reports.

DGS On-site Engineering Consultation7

DGS Office Engineering Consultation7
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3. Not used.
4. Refers to reference ACI 530/ASCE 5/TMS 402.
5. Refers to reference ACI 530.1/ASCE 6/TMS 602.
6. Concrete, mortar or grout molds are to be made by QA Agent under Special Inspection hours.  
7. Principal(s) shall be Registered Professional Engineer(s).  The Engineer making decisions and 

recommendations shall be a Registered Pennsylvania Professional Engineer.

END OF SECTION 
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Pre-Bid Meeting 
BDISBO Presentation
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Environmental Center Demolition
Project 
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Bryan Anthony -
branthony@pa.gov

Susan Stanisic–
sstanisic@pa.gov

January 25, 2023, 9:00 AM  
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Pennsylvania Department of General Services

What’s the Point?

2

Engaging Vendors that are representative of the communities served
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SDB and VBE Classification

Small Diverse Business 
(SDB)

Goal oriented

➢Woman Business Enterprise 
(WBE)

➢ Service-Disabled Veteran 
Business Enterprise (SDVBE)

➢Minority Business Enterprise 
(MBE)

➢ LGBT Business Enterprise 
(LGBTBE)

➢Disability-Owned Business 
Enterprise (DOBE)

3

Veteran Business 
Enterprise (VBE)

Goal oriented

➢ Veteran Business 
Enterprise (VBE)

➢ Service-Disabled Veteran 
Business Enterprise 
(SDVBE)

Vendors must self-certify as a Small Business (SB) prior to SDB/VBE validation.

SDBs and VBEs must be certified/valid as of bid close due date and time.

SB Eligibility 
Requirements

•The business must be a for-profit, 

United States business.
•The business must be independently 
owned.
•The business may not be dominant in 
its field of operation.
•The business may not employ more 
than 100 full-time equivalent 
employees.
•The business may not exceed three-
year average gross revenues of $38.5 
Million, regardless of business type 
(effective 11/1/2018).



Pennsylvania Department of General Services

Solicitation Specific Goals

4

• Available subcontracting opportunities across the entire state for applicable services,

• Availability of DGS-verified SDB/VBEs to perform commercially useful functions, and

• Historical analysis of similar projects within the last 3 years.  

A Bidder/Offeror’s failure to meet the SDB participation goal in full and the VBE 

participation goal in full, or their failure to receive an approved Good Faith Efforts 

waiver for any unmet portion of either the SDB or VBE participation goal will result in 

the rejection of the Bid or Proposal as nonresponsive

.

C-0404-0034 - 001 SDB VBE

.1 Design Build Contractor – ALL Base Bids #1, & #2 8% 3%
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Finding SDB/VBE vendors

• http://www.dgs.internet.state.pa.us/suppliersearch

• Access Search Guide -
https://www.dgs.pa.gov/Small%20Diverse%20Business
%20Program/Documents/Finding%20SBs%20and%20S
DBs.pdf

• Supplier Search assistance available from Issuing Officer or Bureau 
of Diversity Procurement Liaison

5

http://www.dgs.internet.state.pa.us/suppliersearch
https://www.dgs.pa.gov/Small%20Diverse%20Business%20Program/Documents/Finding%20SBs%20and%20SDBs.pdf
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Quick Search

6

IMPORTANT: Always click Reset prior to a 

new search to clear parameters from previous 

searches

http://www.dgs.internet.state.pa.us/suppliersearch

http://www.dgs.internet.state.pa.us/suppliersearch
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Advanced Search

Select one or more 
classifications. To pull 
only SDBs, check 
“Select all Small 
Diverse Business 
Classifications ” below. 
To Include SBs, check 
“Small Business ”.

Enter a brief code description (e.g. Door)

Browse and select one or 
more codes. Don’t know 
the codes you want? 
Download the entire list 
in Excel. 

See slide 13 to 
understand the UNSPSC 
code hierarchy.

Click arrow to 
expand 
Segment for 
additional 
codes

OR
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